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FOREWORD

The work reported herein was sponsored by the National Aeronautics and Space
Administration (NASA), Marshall Space Flight Center (MSFC) (PM-EP-J), under Program
Element 921E, Project 9194.

The results of the tests presented were obtained by ARO, Inc. (a subsidiary of
Sverdrup & Parcel and Associates, Inc.), contract operator of Arnold Engineering
Development Center (AEDC). Air Force Systems Command (AFSC), Amold Air Force
Station, Tennessee, under Contract F40600-71-C-0002. Program direction was provided
by NASA/MSFC; technical and engineering liaison was provided by North American
Rockwell Corporation, Rocketdyne Division, manufacturer of the J-28 rocket engine, and
McDonnell Douglas Astronautics Company, manufacturer of the S-IVB stage. The testing
reported herein was conducted on August 25, 28, September 17, and October 29, 1969,
in Rocket Development Test Cell (J4) of the Engine Test Facility (ETF) under ARO
Project No. RN1001. The manuscript was submitted for publication on June 19, 1970.

Information in this report is embargoed under the Department of State
International Traffic in Arms Regulations. This report may be released to foreign
governments by departments or agencies of the U. S. Government subject to approval of
NASA, Marshall Space Flight Center (PM-EP-J), or higher authority. Private individuals or
firms require a Department of State export license.

This technical report has been reviewed and is approved.

Walter C. Knapp ] Roy R. Croy, Jr.
Lt Colonel, USAF Colonel, USAF
AF Representative, ETF Director of Test
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ABSTRACT

Eleven firings of the Rocketdyne J-2S rocket engine were conducted in Rocket
Development Test Cell (J-4) of the Engine Test Facility on August 25, 28, September 17,
and October 29, 1969. These firings were accomplished at pressure altitudes ranging from
80,000 to 108,000 ft at engine start signal. The major objectives for these tests were to
verify stable idle-mode operation, confirmn that oxidizer injection temperatures were not
excessive during transition from main-stage to post-main-stage idle-mode operation,
evaluate main-stage performance, and determine the rate at which thrust chamber
temperature increased during pre-main-stage idle mode. A full-face oxidizer flow injector
configuration was utilized during this series of tests for the distribution of oxidizer during
idle-mode operation. Brief durations (<20 sec) of stable idle-mode operation (chamber
pressure oscillations <*1 psi) were achieved. Oxidizer injection temperatures exhibited
only insignificant increases (<10°F) during transition to post-main-stage idle-mode
operation. The maximum rate at which the thrust chamber temperature increased during
idle-mode operation with high oxidizer (45-psia) and low fuel (27-psia) pump inlet
conditions was 6°F/sec. Three firings which simulated orbital restart conditions were
prematurely terminated during transition to main stage by the vibration safety cutoff
system. Liquid fuel was present at the injector at dome prime when the excessive
vibrations were first recorded.
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SECTION |
INTRODUCTION

Testing of the Rocketdyne J-2S rocket engine using an S-IVB battleship stage has
been in progress at AEDC since December 1968. Reported herein are the results of eleven
firings conducted during test periods J4-1001-06,07,-11 and -15. The major objectives for
these tests were to verify stable idle-mode operation and transition from main-stage to
idle-mode operation, to evaluate main-stagc performance, and dctermine the rate at which
the thrust chamber temperature incrcased during pre-main-stage idle mode.

The firings reported herein were accomplished in Rocket Development Test Cell
(J-4) (Figs. 1 and 2, .Appendix I) of the Engine Test Facility (ETF) at pressure altitudes
ranging from 80,000 to 108,000 ft (geometric pressure altitude. Z, Ref. 1) at engine start
signal. Data collected to accomplish the test objectives are presented herein.

SECTION 1)
APPARATUS

2.1 TEST ARTICLE

The test article was a J-2S rocket engine (Fig. 3) designed and developed by
Rocketdyne Division of North American Rockwell Corporation. The engine uses liquid
oxygen and liquid hydrogen as propellants and is designed to operate either in idle mode
at a nominal thrust of 5000 Ibf and mixture ratio of 2.5, or at main stage at any
precalibrated thrust level between 230,000 and 265,000 1bf at a mixture ratio of 5.5. The
engine design is capable of transition from idle-mode to main-stage operation after a
minimum of l-sec idle mode; from main stage the engine can either be shut down or
make a transition back to idle-mode operation before shutdown. An S-IVB battleship
stage was used to supply propellants to the engine. A schematic of the battleship stage is
presented in Fig. 4.

Listings of major engine components and engine orifices for these test periods are
presented in Tables I and II, respectively (Appendix II). All engine modifications and
component replacements performed during this report period are presented in Tables ITI
and IV, respectively.

2.1.1 J-2S Rocket Engine

The J-28S rocket engine (Figs. 3 and 5, Refs. 2 and 3) features the following major
components:

1. Thrust Chamber — The tubular-walled, bell-shaped thrust chamber
consists of an 18.6-in.-diam combustion chamber with a throat
diameter of 12.192 in., a characteristic length (L*) of 354, and a
divergent nozzle with an expansion ratio of 39.62. Thrust chamber
length (from the injector flange to the nozzle exit) is 108.6 in.
Cooling is accomplished by the circulation of engine fuel flow
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downward from the fuel manifold through 180 tubes and then
upward through 360 tubes to the injector and by film cooling inside
the combustion chamber.

2. Thrust Chamber Injector — The injector is a concentfic-orificed
(concentric fuet orifices around the oxidizer post orifices), porous-
faced injector. Fuel and oxidizer injector orifice areas are 19.2 and
5.9 sq in.. respectively. The porous material, forming the injector
face, allows approximately 3.5 percent of main-stage fuel flow to
transpiration cool the face of the injector. During idle-mode
operation, oxidizer is supplied through a diffuser located in the top of
the injector (Fig. 5c) which disperses the oxidizer to all portions of
the injector face. During main-stage operation the main oxidizer valve
is opened and supplies the major flow of oxidizer to the injector face.

3. Augmented Spark Igniter — The augmented spark igniter unit is
mounted on the thrust chamber injector and supplies the initial
energy source to ignite propellants in the main combustion chamber.
The augmented spark igniter chamber is an integral part of the thrust
chamber injector. Fuel and oxidizer are ignited in the combustion
area by two spark plugs.

4, Fuel Turbopump — The fuel turbopump is a one and one-half stage,
centrifugal-flow unit, powered by a direct-drive, two-stage turbine.
The pump is self-lubricated and nominally produces, at the
265,000-1bf-thrust-rated condition, a head rise of 60,300 ft of liquid
hydrogen at a flow rate of 9750 gpm for a rotor speed of 29,800
rpm.

5. Oxidizer Turbopump — The oxidizer turbopump is a single-stage,
centrifugal-flow unit, powered by a direct-drive, two-stage turbine.
The pump is self-lubricated and nominally produces, at the
265,000-1bf-thrust-rated condition, a head rise of 3250 ft of liquid
oxygen at a flow rate of 3310 gpm for a rotor speed of 10,500 rpm.

6. Propellant Utilization Valve — The motor-driven propellant utilization
valve is a sleeve-type valve mounted on the oxidizer turbopump and
bypasses liquid oxygen from the discharge to the inlet side of the
pump to vary engine mixture ratio.

7. Main Oxidizer Valve — The main oxidizer valve is a pneumatically
actuated, two-stage, butterfly-type valve located in the oxidizer
high-pressure duct between the turbopump and the injector. The
first-stage actuator positions the main oxidizer valve at the nominal
12-deg position to obtain initial main-stage-phase operation; the
second-stage’ actuator ramps the main oxidizer valve fully open to
accelerate the engine to the main-stage operating level.
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8. Main Fuel Valve — The main fuel valve is a pneumatically actuated,
butterfly-type valve located in the fuel high-pressure duct between the
turbopump and the fue! manifold.

9. Pneumatic Control Package — The pneumatic contro! package controls
all pneumatically operated engine valves and purges.

10. Electrical Contro! Assembly — The electrical control assembly
provides the electrical logic required for proper sequencing of engine
components during operation. The logic requires a minimum of 1-sec
idle-mode operation before transition to main stage.

11. Flight Instrumentation Package — The instrumentation package
contains sensors required to monitor critical engine parameters. The
package provides environmental control for the sensors.

12. Helium Tank — The helium tank has a volume of 4000 cu in. and
provides a helium pressure supply to the engine pneumatic control
system for three complete engine operational cycles.

13. Thrust Chamber Bypass Valve — The thrust chamber bypass valve is a
pneumatically operated, normally open, butterfly-type valve which
allows fuel to bypass the thrust chamber body during idle-mode
operation.

14. Idle-Mode Valve — The idle-mode valve is a pneumatically operated,
ball-type valve which supplies liquid oxygen to the idle-mode diffuser
of the thrust chamber injector during both idle-mode and main-stage
operation.

15. Hot Gas Tapoff Valve — The hot gas tapoff valve is hpneumatical]y
operated, butterfly-type valve which provides on-off control of
combustion chamber gases to drive the propellant turbopumps.

16. Solid-Propellant Turbine Starter — The solid-propellant turbine starter
provides the initial driving energy (transition to main stage) for the
propellant turbopumps to prime the propellant feed systems and
accelerate the turbopumps to 75 percent of their main-stage operating
level. A three-start capability is provided.

2.1.2 S-IVB Battleship Stage

The S-IVB battleship stage, which is mechanically configured to simulate the
S-IVB flightweight vehicle, is approximately 22 ft in diameter, is 49 ft long, and has a
maximum propellant capacity of 43,000 1bm of liquid hydrogen and 194,000 Ibm of
liquid oxygen. The propellant tanks, fuel above oxidizer, are separated by a common
bulkhead. Propellant prevalves, in the low-pressure ducts (external to the tanks)
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interfacing the stage and engine, retain propellants in the stage until being admitted into
the engine to the main propellant valves and serve as emergency engine shutoff valves.
Vent and relief valve systems are provided for both propellant tanks.

Pressurization of the fuel and oxidizer tanks was accomplished by facility systems
using hydrogen and helium, respectively, as the pressurizing gases. The engine-supplied
gaseous hydrogen and gaseous oxygen for fuel and oxidizer tank pressurization during
flight were routed to the respective facility venting systems.

2.2 TEST CELL

Rocket Development Test Cell (J4), Fig. 2, is a vertically oriented test unit
designed for static testing of liquid-propellant rocket engine and propulsion systems at
pressure altitudes of 100,000 ft. The basic cell construction provides a 1.5-million-bf-
thrust capacity. The cell consists of four major components: (1) test capsule, 48 ft in
diameter and 82 ft in height, situated at grade level and containing the test article; (2)
spray chamber, 100 ft in diameter and 250 ft in depth, located directly beneath the test
capsule to provide exhaust gas cooling and dehumidification; (3) storage and delivery
systems for coolant water, steam, nitrogen (gaseous and liquid), hydrogen (gaseous and
liquid), and liquid-oxygen and’ gaseous-helium for operation of the cell and test article;
and (4) control building, containing test article controls, test cell controls, and data
acquisition equipment. Exhaust machinery is connected with the spray chamber and
maintains a minimum test cell pressure before and after the engine firing and exhausts
the products of combustion from the engine firing. Before a firing, the facility steam
ejector, in series with the exhaust machinery, provides a pressure altitude of 100,000 ft
in the test capsule. A detailed description of the test cell is presented in Ref. 4.

The battleship stage and the J-2S engine were oriented vertically downward on
the centerline of the diffuser-steam ejector assembly. This assembly consists of a diffuser
duct (20 ft in diameter by 150 ft in length), a centerbody steam ejector within the
diffuser duct, a diffuser insert (13.5 ft in diameter by 30 ft in length) at the inlet to the
diffuser duct, and a gaseous-nitrogen annular ejector above the diffuser insert. The
diffuser insert was provided for dynamic pressure recovery of the engine exhaust gases
and to maintain engine ambient pressure altitude (attained by the steam ejector) during
the engine firing. The annular ejector was provided to suppress steam recirculation into
the test capsule during steam ejector shutdown.

The test cell was also equipped with (1) a gaseous-nitrogen purge system for
continuously inerting the normal air in-leakage of the cell; (2) a gaseous-nitrogen
repressurization system for raising test cell pressure after engine cutoff to a level equal to
spray chamber pressure and for rapid emergency inerting of the capsule; and (3) a spray
chamber liquid-nitrogen supply and distribution manifold for initially inerting the spray
chamber and exhaust ducting and for increasing the molecular weight of the
hydrogen-rich exhaust products.

2.3 INSTRUMENTATION

Instrumentation systems were provided to measure engine, stage, and facility
parameters. The engine instrumentation was comprised of (1) flight instrumentation for
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the measurement of critical engine parameters and (2) facility instrumentation which was
provided to verify the flight instrumentation and to measure additional engine
parameters. The flight instrumentation was provided and calibrated by the engine
manufacturer; facility instrumentation was initially calibrated and periodically recalibrated
at AEDC. Appendix IIl contains a list of all measured engine test parameters and the
locations of selected sensing points.

Pressure measurements were made using strain-gage and capacitance-type pressure
transducers. Temperature measurements were made using resistance temperature
transducers and thermocouples. Oxidizer and fuel turbopump shaft speeds were sensed by
magnetic pickup. Fuel and oxidizer flow rates to the engine were measured by
turbine-type flowmeters which are an integral part of the engine. Engine vibrations were
measured by piezoelectric accelerometers.. Primary engine and stage valves were
instrumented with linear potentiometers and limit switches.

The data acquisition systems were calibrated by (1) precision electrical shunt
resistance substitution for the pressure transducers and resistance temperature transducer
units; (2) voltage substitution for the thermocouples; (3) frequency substitution for shaft
speeds and flowmeters; and (4) frequency-voltage substitution for accelerometers and
capacitance-type pressure transducer.

The types of data acquisition and recording systems used during this test period
were (1) a multiple-input digital data acquisition system scanning each parameter at 50
samples per second and recording on magnetic tape; (2) single-input, continuous-recording
FM systems recording on magnetic tape; (3) photographically recording galvanometer
oscillographs; (4) direct-inking, null-balance, potentiometer-type X-Y plotters and strip
charts; and (§) optical data recorders. Applicable systems were calibrated before each test
(atmospheric and altitude calibrations). Television cameras, in conjunction with video
tape recorders, were used to provide visual coverage during an engine firing, as well as for
replay capability for immediate examination of unexpected events.

24 CONTROLS

Control of the J-2S engine, battleship stage, and test cell systems during the
terminal countdown was provided from the test cell control room. A facility control logic
network was provided to interconnect the engine control system, major stage systems, the
engine safety cutoff system, the observer cutoff circuits, and the countdown sequencer. A
schematic of the engine start control logic is presented in Fig. 6. The sequence of engine
events for start and shutdown is presented in Figs. 7a and b.

SECTION Il
PROCEDURE

Preoperational procedures were begun several hours before the test period. All
consumable storage systems were replenished; engine inspections, leak checks, and drying
procedures were conducted. Propellant tank pressurants and engine pneumatic and purge
gas samples were taken to ensure that specification requirements were met. Chemical
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analysis of propellants was provided by the propellant suppliers. Facility sequence, engine
sequence, and engine abort checks were conducted within a 24-hr time period before an
engine firing to verify the proper sequence of events. Facility and engine sequence checks
consisted of verifying the timing of valves and events to be within specified limits; the
abort checks consisted of electrically simulating engine malfunctions to verify the
occurrence of an automatic engine cutoff signal. A final engine sequence check was
conducted immediately preceding the test period.

Oxidizer injector and thrust chamber jacket purges were initiated before
evacuating the test cell. After completion of instrumentation calibrations at atmospheric
conditions, the solid-propellant turbine starters were installed, the test cell was evacuated
to approximately 0.5 psia with the exhaust machinery, and instrumentation calibrations
at altitude conditions were conducted. Immediately before loading propellants on board
the vehicle, the cell and exhaust ducting atmosphere was inerted. At this same time, the
cell nitrogen purge was initiated for the duration of the test period, except for engine
main-stage operation. The vehicle propellant tanks were then loaded, and the remainder
of the terminal countdown was conducted. Temperature conditioning of the various
engine components was accomplished as-required, using the facility-supplied engine
component conditioning system. Table V presents the engine purge and thermal
conditioning operations during the terminal countdown and immediately following the
engine firing.

SECTION IV
RESULTS AND DISCUSSION

41 GENERAL

Eleven firings of the Rocketdyne J-2S rocket engine (S/N J-112-1F during tests
J4-1001-06, 07, and -11 and S/N J-112-1H during test J4-1001-15) were accomplished.
These test periods were conducted on August 25, 28, September 17, and October 29,
1969, respectively, in Rocket Development Test Cell (J4) of the Engine Test Facility
(ETF). Pressure altitudes at engine start signal ranged from 80,000 to 108,000 ft.

Each of the firings utilized a solid-propellant turbine starter to supply the
necessary energy to transition from idle-mode to main-stage operation. Previous test
periods which used solid-propellant turbine starters are presented in Refs. 5 and 6.

The injector assembly has been modified several times since the initiation of
testing of the J-2S engine at AEDC. The first injector assembly utilized was an inner four
row configuration injector (Fig. 8). Low idle-mode performance and engine damage
resulting from detonations in the thrust chamber necessitated the change to the row ten
oxidizer injection configuration, Fig. 8. This design was to improve propellant mixing and
combustion efficiency. The increase in combustion efficiency was relatively insignificant.
Therefore, simulations of the full face oxidizer flow configuration injector were
conducted using an inner four row configuration injector with the main oxidizer valve
open to its first-stage position during idle-mode operation. Results of those simulations
demonstrated improved performance and feasibility of the proposed configuration. The
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subsequent configuration (full-face oxidizer flow) reported herein allowed oxidizer to be
dispersed across the entire injector face (Fig. 8) during idle mode with the main oxidizer
valve closed. Firing J4-1001-06A was the first firing to utlllze the full-face oxidizer flow
configuration injector.

In addition to low performance during idle-mode ‘operation, oxidizer injection
temperatures were excessively high (up to 1500°F during transition to post-main-stage
idle-mode operation. However, with the full-face oxidizer flow injector, increases in
oxidizer injection temperature were insignificant (<10°F) during transition to
post-main-stage idle-mode operation.

A summary of significant test variables and results is presented in the matrix on
page 8. Specific test objectives and results are presented in subsequent sections. The data
presented were obtained using the dlgltal data acquisition system, unless indicated
otherwise.

Test requirements and specific test results are summarized in Table VI. Start and
shutdown transient operating times for selected engine valves are presented in Table VII.
Engine start conditions for the propellant pump inlets and the helium tank are shown in
Fig. 9. The results of the firings reported herein are presented in Figs. 10 through 53.

4.2 TEST RESULTS
4.2.1 Firing J4-1001-06A

The objectives for this firing were to (1) verify stable post-main-stage idle-mode
operation, (2) confirm that oxidizer injection temperatures were not excessive during
transition to post-main-stage idle mode, (3) and evaluate main-stage performance. The
S-IVB battleship stage prevalves were opened approximately 60 min before engine start
signal to precondition the propellant feed systems.

Post-main-stage idle-mode operation was accomplished; however, stabilized engine
operation was not attained. Chamber pressure oscillations were observed from 4.3 sec
after main-stage cutoff signal until engine cutoff signal. Pressure oscillations of up to 9
psi were recorded in the fuel feed system during this time period. Corresponding fuel
injection temperature increases of up to 100°F were also observed. The thrust chamber
external skin temperatures, TTCT-T1 and El, were increasing from 1.8 sec after
main-stage cutoff signal until engine cutoff signal. The maximum throat temperature was
-190°F at engine cutoff signal. Thrust chamber heat transfer rates may have been affected
by increasing engine ambient pressure and temperature during post-main-stage idle-mode
operation (Figs. 10 and 14). The maximum test cell pressure and temperature of 0.36
psia and 245°F respectively, were recorded 6.7 sec after main-stage cutoff signal.

Excessive oxidizer injection temperatures were not observed during transition to
post-main-stage idle mode. There was a slight increase (<25°F) indicated in the oxidizer
idle-mode supply line temperature. Previous tests, Ref. 7, using the inner four row
injector configuration, experienced transient oxidizer injector temperatures as high as
1500°F during transition from main-stage to post-main-stage idle mode.



Firing J4-1001- 06A 068 07A 07B 07C 11A 11B 11C 15A 15B 15C
Fuel pump inlet pressurc

at t-0, psia 33.0 33.3 33.2 33.4 41.8 41.1 279 39.7 29.9 30.1 324
Oxidizer pump inlet pressure

at 1-0, psia 39.6 39.3 39.2 46.0 39.3 39.7 40.3 31.7 39.2 44.7 325
Main oxidizer valve First-Stage

gate angle, deg 11.5 11.5 10.5 10.5 105 10.5 10.5 10.5 11.7 11.7 11.7
Oxidizer idle-mode line

orifice diameter, in. 0.848 0.848 0977 0977 0.977 0.977 0977 0977 0911 0911 0911
Fuel by pass orifice

diamoter, in. 1.750 1.750 1.750 1.750 1.750 1.500 1.500 1.500 1.500 1.500 1.500
Tanoff & 58 58 64 64 64 58 58 58 58 58 58
Tapoff valve open angle, deg *%(1.321) (1.321) (1.260) (1.260) (1.260) (1.321) (1.321) (1.321) (1.321) (L.321) (1.321)
Duration of VSC, bef

c:;ll‘;o cl:xt:ff signal, r::::c* None 315 None 1 Nonec 345 None 475 None None 270
Premature cutoff No Yes No No No Yes No Yes No No Yes
Oxidizer pump bearing cavity

temperaturc at t-0 -5, °F -288 -116 -288 -84 278 96 -276 -128 -289 -292 63
Fuclpump balancepiston cavity o0 5, g 80 411 92 406 119  -200 354 76

ternperature at t-0 -5, °F

* Data reduced from oscillograph
** Tapoff valve mechanical stop length, in.

+02-04-H 1-003V
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Improper engine orificing resulted in a mixture ratio of approximately 4.6 during
main-stage operation with the propellant utilization valve in the null position (mixture
ratio nominally 5.0). Main-stage performance data were calculated as shown in Appendix
IV. Stabilized chamber pressure was attained by t-0 + 7 sec. Data between t-0 + 7.5 and
t-0 + 8.5 sec were averaged, and performance data were calculated using these averages.
The characteristic velocity, engine thrust, and specific impulse were approximately 7800
ft/sec, 230,000 1bf, and 434 Ibf-sec/Ibm, respectively.

4.2.2 Firing J4-1001-06B

The objectives for this firing were to (1) verify stable idle-mode operation, (2)
confirm that oxidizer injection temperatures were not excessive during transition to
post-main-stage idle mode and (3) evaluate main-stage performance. This firing was
conducted at thermal conditions expected for an orbital restart mission. The oxidizer
pump bearing coolant temperature (TOPBC) and the fuel pump balance piston sump
temperature (TFPBS) were used as indicators of propellant turbomachinery thermal
conditions. To achieve the required conditions, propellants were not admitted to the
engine until 5 sec before engine start signal.

Stabilized idle-mode operation was attained 36 sec after engine start signal.
Chamber pressure oscillations remained less than *1 psi (18 to 20 psia) until 49 sec after
engine start signal. Before 36 sec and after 49 sec, chamber pressure oscillations were
greater than ] psi. Superheated oxidizer was present at the engine flowmeter during
idle-mode operation. This prevented determination of oxidizer flow rate and calculation
of idle-mode performance data.

A premature engine cutoff was initiated 1.5 sec after main-stage start signal by
the vibration safety cutoff system. Liquid fuel conditions existed at the fuel injector
during oxidizer dome prime (chamber pressure = 100 psia) when the excessive vibrations
were first recorded.

4.2.3 Firing J4-1001-07A

The objectives for this firing were to (1) verify stable idle-mode operation, (2)
confirm that oxidizer injection temperatures were not excessive during transition to
post-main-stage idle-mode operation, and (3) evaluate main-stage performance. The stage
prevalves were opened approximately 60 min before engine start signal to precondition
the propellant feed systems.

Stabilized idle-mode operation was attained 20 sec after engine start signal.
Chamber pressure oscillations remained less than *1 psi (29 to 31 psia) until 39 sec
after engine start signal. Before 20 sec and after 39 sec, chamber pressure oscillations
were approximately 2 psi. Unsteady fuel flow during idle mode prevented the
evaluation of engine performance.

Stabilized post-main-stage idle-mode operation was not attained. Chamber pressure
oscillations with amplitudes up to +7 psi at a frequency of | Hz were observed for the
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duration of post-main-stage idle-mode operation. Pressure oscillations in the fuel system
ranged up to +9 psi in phase with the chamber pressure oscillations. Corresponding fuel
injection temperature increases of up to 100°F were also observed. The thrust chamber
external skin temperatures were increasing from 2 sec after main-stage cutoff signal until
engine cutoff signal. The maximum throat temperature was -180°F at engine cutoff
signal. Thrust chamber heat transfer rates may have been affected by the continuously
increasing engine ambient pressure and temperature. The maximum test cell pressure and
temperature were 0.55 psia and 240°F, respectively, recorded at engine cutoff signal.
Unsteady fuel flow prevented idle-mode performance evaluation.

Excessive oxidizer injection temperatures were not observed during the transition
to post-main-stage idle mode. Only a slight (<5°F) increase was recorded.

Comparison of fuel flow and the corresponding pressure drop across the fuel
injector with previous main-stage firings revealed that the indicated pressure loss was
abnormally low for the measured flow rate. Calculation of main-stage performance data
resulted in an abnormally high specific impulse and characteristic velocity. This indicated
a probable error in measured combustion chamber pressure. The error appears to be on
the order of +7 percent and is suspected to be associated with icing of the chamber
pressure measurement tap. If the chamber pressure tap iced over completely, the chamber
pressure transducer would sense fuel injection pressure because of the purge line
interconnect between the fuel injector and the chamber pressure measurement line (see
Fig. I1I-1i). Engine mixture ratio was 4.8 with the propellant utilization valve in the null
position.

4.24 Firing J4-1001-07B

The objectives for this firing were to (1) verify stable idlemode operation, (2)
confirm that oxidizer injection temperatures were not excessive during transition to
post-main-stage idle mode, and (3) evaluate main-stage performance. This firing was
conducted at thermal conditions expected for an orbital restart mission. The oxidizer
pump bearing coolant temperature (TOPBC) and the fuel pump balance piston sump
temperature (TFPBS) were used as indicators of propellant turbomachinery thermal
conditions. To achieve the required conditions, propellants were not admitted to the
engine until 5 sec before engine start signal.

Stabilized idle-mode operation was attained 40 sec after engine start signal. The
chamber pressure was gradually increasing for the initial 40 sec. Oscillations with
amplitudes greater than +2 psi were observed during portions of this time period. After
the initial 40 sec, chamber pressure was steadily increasing with oscillations of less than
%] psi. Superheated propellants were present at the engine flowmeters during idle-mode
operation. This prevented determination of propellant flow rates and subsequent
calculation of idle-mode performance data.

Stabilized post-main-stage idle-mode operation was not achieved. Oscillations in

chamber pressure with amplitudes up to +4 psi were observed for the duration of
post-main-stage idle-mode operation. Oscillations in the fuel system pressures ranged in

10
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amplitude up to #*8 psi and in phase with the chamber pressure oscillations.
Corresponding fuel injection temperature increases of up to 200°F were also observed.
The thrust chamber throat external skin temperature was increasing from 1 sec after
main-stage cutoff signal until engine cutoff signal, The maximum throat temperature was
-138°F at engine cutoff signal. Thrust chamber heat transfer rates may have been affected
by abnormally high transient engine ambient pressure and temperature. A maximum
pressure of 1.31 psia and 570°F were recorded approximately 3.5 sec after main-stage
cutoff signal, Unsteady fuel flow prevented idle-mode performance evaluation.

Excessive oxidizer injection temperatures were not observed during the transition
to post-main-stage idle mode. The maximum increase was approximately 10°F and
coincided with the peak in engine ambient pressure and temperature.

An average chamber pressure of 1182 psia was attained before transition to
post-main-stage idle mode. This resulted in a characteristic velocity of approximately
7740 ft/sec and a specific impulse of approximately 433 Ibf-sec/lbm. The thrust was
calculated to be approximately 249,000 1bf. The mixture ratio was approximately 4.9
with the propellant utilization valve in the null position (nominal mixture ratio of 5.0).

4.2.5 Firing J4-1001-07C

The objectives for this firing were to (1) verify stable idle-mode operation and (2)
evaluate main-stage performance. The stage prevalves were open (for 45 min) until 15 min
before engine start signal to precondition the propellant feed systems.

Stabilized idle-mode operation was not attained. During the initial 22 sec of
operation, chamber pressure was increasing and oscillating with amplitudes up to *1.5
psia and frequencies ranging from 1 to 2 Hz. Beginning at t-0 + 22 sec, the oscillations
changed to amplitudes of +3 psi and a frequency of 1 Hz. These oscillations continued
until transition to main stage. Similar oscillations in the fuel feed systems pressures were
observed with a maximum amplitude of %12 psi recorded at the fuel pump discharge
after t-0 + 22 sec. Corresponding fuel injection temperature increases of up to 100°F
were observed. The thrust chamber throat external skin temperature was increasing from
t-0 + 22 sec until transition to main stage. The maximum throat temperature was -184°F
at main-stage start signal. Unsteady fuel flow prevented calculation of idle-mode
performance.

An average chamber pressure of 1279 psia was attained before engine cutoff
signal. This resulted in a characteristic velocity of approximately 7720 ft/sec and a
specific impulse of approximately 434 Ibf-sec/lom. The thrust was calculated to be
approximately 271,000 lbf. The propellant utilization valve was inadvertently moved to
the 12-deg closed position during the transition to main stage. This resulted in a mixture
ratio of approximately 5.1.

11
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4.2.6 Firing J4-1001-11A

The objectives for this firing were to (1) verify stable idle-mode operation, (2)
confirm that oxidizer injection temperatures were not excessive during transition to
post-main-stage idle mode, (3) evaluate main-stage performance, and (4) determine rates
at which the engine propellant feed system temperatures decreased during pre-main-stage
idle-mode operation. This firing was conducted at thermal conditions expected for an
orbital restart mission. The oxidizer pump bearing coolant temperature (TOPBC) and the
fuel pump balance piston sump temperature (TFPBS) were used as indicators of
propeliant turbomachinery thermal conditions. To achieve the required conditions,
propellants were not admitted to the engine until 5 sec before engine start signal.
Oxidizer was supplied through the propellant recirculation system until t-0 + 92.5 sec. at
which time the stage oxidizer prevalve was opened. Fuel was supplied to the engine
normally through the stage fuel prevalve.

Apparent valve closure in the oxidizer recirculation system resulted in abnormal
oxidizer flow conditions during the initial 70 sec of idle-mode operation, Stabilized
idle-mode operation was attained at t-0 + 70 sec and continued until t-0 + 80 sec.
Random chamber pressure excursions up to 6 psi were observed, beginning at t-0 + 80
sec and continuing until transition into main stage at t-0 + 98 sec. Superheated
propellants were present at the engine flowmeters during idle-mode operation. This
prevented determination of propellant flow rates and subsequent calculation of idle-mode
performance.

A premature engine cutoff was initiated at the request of the engine manufacturer
because of low chamber pressure (<20 psia) immediately before transition into main
stage. The firing was terminated after 1.3 sec of main-stage operation. Approximately 340
msec of sporadic oxidizer dome vibration which exceeded 150 g rms was recorded before
engine cutoff signal. Liquid fuel conditions existed at the fuel injector during oxidizer
dome prime (chamber pressure = 100 psia) when the excessive vibrations were first
observed. The premature engine cutoff precluded the attainment of the main-stage and
post-main-stage idle-mode objectives.

The rates at which the propellant feed system temperatures decreased during
pre-main-stage idle-mode operation were affected by increased engine ambient pressure
and temperature between 15 and 55 sec after engine start signal. The maximum cell
pressure and temperature were 1.11 psia and 172°F, respectively, during this time
period. The effect on thrust chamber external exit skin temperature is shown in Fig. 34.
In addition, the abnormal oxidizer flow conditions also affected chilling of the oxidizer
feed system. These adverse conditions precluded determination of meaningful chilldown
rates.

4.2.7 Firing J4-1001-11B

The objectives for this firing were to (1) verify stable idle-mode operation, (2)
evaluate main-stage performance, and (3) determine the rates at which the propellant feed
system temperatures decreased during idle-mode operation. The stage prevalves were open
between firngs 11A and 11B until 15 min before engine start signal to precondition the
propellant feed systems.

12
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Stabilized idle-mode operation was not attained. Chamber pressure variations were
observed throughout idle-mode operation. Maximum pressure excursions of 6 psi were
recorded after t-O + 47 sec. Similar variations were observed in the fuel feed system with
maximum pressure oscillations of 8 psi recorded at the fuel pump discharge. Unsteady
fuel flow prevented determination of idle-mode performance.

Main-stage performance was considered questionable, based on the analysis of
firing 07A main-stage performance data (Ref. Section 4.2.3). No changes in the injector
or pressure measurement configuration were implemented between firings 07A and 11B.

Subcooled oxidizer was present at the pump inlet and discharge and the oxidizer
idle-mode supply line within 5 sec after engine start signal. Subcooled fuel was present at
the pump inlet and discharge after 20 sec of idle-mode operation. Saturated or liquid
conditions at the oxidizer injector existed from t-O0 + 3 sec until engine cutoff signal.
Superheated fuel was present at the fuel injector during idle-mode operation. Increased
oscillations in the fuel injection temperature were observed to correspond with increasing
thrust chamber throat external skin temperature.

4.2.8 Firing J4-1001-11C

The objectives for this firing were to (1) verify stable idle-mode operation, (2)
evaluate main-stage performance, and (3) determine rates at which the engine propellant "
feed system temperatures decreased during idle-mode operation. This firing was
conducted at thermal conditions expected for an orbital restart mission. The oxidizer
pump bearing coolant temperature (TOPBC) and the fuel pump balance piston sump
temperature (TFPBS) were used as indicators of propellant turbomachinery thermal
conditions. To achieve the required conditions, propellants were not admitted to the
engine until 5 sec before engine start signal.

Stabilized idle-mode operation was attained 25 sec after engine start signal and
continued until 81 sec after engine start signal. The chamber pressure was increasing and
oscillated with amplitudes greater than *1 psi and frequency between 0.5 and 1 Hz during
the initial 25 sec. Beginning at t-0 + 81 sec. sporadic pressure excursions up to 6 psi were
observed. A 4-psi step increase in chamber pressure average level. with increased
oscillations, began 89 sec after engine start signal. These oscillations, at a frequency of
approximately 4 Hz with amplitudes up to x1 psi, continued until transition into main
stage. Superheated oxidizer at the flowmeter precluded determination of idle-mode
performance.

A premature engine cutoff was initiated by the vibration safety cutoff system
after 1.7 sec of main-stage operation. Liquid fuel conditions existed at the fuel injector at
dome prime (chamber pressure = 100 psia), when the excessive oxidizer dome vibrations
were first recorded. The premature cutoff precluded attainment of the main-stage
objective.

Subcooled oxidizer conditions were present by t-0 + 2 sec at the pump inlet and
oxidizer idle-mode supply line. Liquid oxidizer conditions were not present at the pump

13
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discharge until t-0 + 94 sec. Saturated or liquid conditions existed from t-0 + 3 sec until
engine cutoff signal at the oxidizer injector. Liquid or saturated conditions were present
by 20 sec after engine start signal at the fuel pump inlet and discharge. Saturated
conditions at the fuel injector existed after 20 sec of idle-mode operation. The thrust
chamber external skin temperatures indicated approximately -425°F after 30 sec of
idle-mode operation.

4.2.9 Firing J4-1001-15A

The objective of this firing was to document the transition from idle mode to
main stage with the solid-propellant turbine starter ignition signal delayed 0.5 sec after
main-stage start signal (normally the ignition signal is initiated at main-stage start signal).
The stage prevalves were open for approximately 60 min before engine start signal to
precondition the propellant feed system.

The ignition delay of 0.502 sec after main-stage start signal was sufficient to allow
the main oxidizer valve to open to its first stage position and the hot gas tapoff valve to
attain its maximum opening before the solid-propellant turbine starter ignited. Tapoff
manifold and fuel turbine inlet temperatures indicated that hot gas from the combustion
chamber entered the fuel turbine before the delayed ignition signal. However, there was
no significant increase in fuel turbine speed until the solid-propellant turbine starter
ignited.

Engine conditions at engine start signal were essentially the same as for firings
06A and 15A of this series. The fuel pump inlet pressure was 29.9 psia for firing 15A,
and 33.0 psia for firing 06A. The solid-propellant turbine starter ignition signal was not
delayed for firing 06A. Comparison of solid-propellant turbine starter chamber pressures
on these two firings revealed that the initial peak was 200 psi greater with the ignition
delay. This resulted in a faster increase in fuel pump speed and a shorter time to oxidizer
dome prime relative to the ignition signal. Oxidizer dome prime (combustion chamber
pressure = 100 psia) occurred approximately 0.9 sec after the delayed ignition signal as
opposed to 1.1 sec without the delay. Programmed engine cutoff signal at main-stage
control signal of firing 15A was initiated before the solid-propellant turbine starter had
completed burning. Between oxidizer dome prime and main-stage control signal, the
combustion chamber pressure histories for these two firings were essentially the same.
The maximum chamber pressure at main-stage control signal was approximately 330 psia
with the delayed ignition signal, and 310 psia without the ignition delay. The fuel pump
speeds differed by approximately 200 rpm at main-stage control signal; the pump speed
was approximately 15,800 rpm for the delayed ignition firing (15A).

4.2.10 Firing J4-1001-15B

The objectives of this firing were to (1) evaluate the effect of a 0.911-in. oxidizer
idle-mode supply line orifice on the rate at which the thrust chamber temperatures
increased during idle mode with high (44 psia) oxidizer and low (28 psia) fuel pump inlet
conditions and (2) to document the effect of a 0.911-in. oxidizer idle-mode supply line
orifice on transition to main stage employing a delayed ignition signal to the

14
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solid-propellant turbine starter. The thrust chamber was prechilled to -187°F at engine
start signal. The stage prevalves were closed 30 min before engine start signal after having
been open for approximately 30 min.

Previous firings (J4-1001-13B, -13C, and -14B) which had comparable objectives
are found in Ref. 8. Firings J4-1001-13B and -13C were conducted with a 1.033-in.
oxidizer idle-mode supply line orifice; firing J4-1001-14B utilized u 0.977-in. orifice (Ref.
8). Each of these firings was prematurely terminated as a result of excessive thrust
chamber throat external skin temperature. The established temperature limit was 300°F
for both 13B and 13C, but was lowered to 250°F for both l4B and 15B. The following
table summarizes the significant variables and results.

Firing J4-1001- 13B 13C 14A 15B
Oxidizer pump discharge pressure, psia 44.0 45.3 43.5 445
Fuel pump discharge pressure, psia 21.5 29.9 30.8 30.0
Oxidizer idle-mode supply line orifice, in. 1.033 1.033 0.977 0911
Thrust chamber throat temperature at t-0, °F 34 80 =200 -187
Propellants on enginc, min 70 60 70 *
Time to 250°F, thrust chamber, scc 17 21 46 *
Maximum thrust chamber heatup rate, °F/sec 22 15 17 6

* For 30 min, prevalves closed 30 min before engine start.
** Maximum temperature attained was 10 °F,

Transition to main stage was smooth and stable. Programmed engine cutoff
occurred at main-stage control signal. The delayed ignition signal to the solid-propellant
turbine starter resulted in start transient effects similar to those experienced during firing
15A as stated in Section 4.2.9.

4.2.11 Firing J4-1001-15C

The objective for this firing was to demonstrate stable transition to main stage
after 100 sec of idle mode with low (34 psia) oxidizer and nominal (33 psi) fuel pump
inlet pressures, a 0.911-in. oxidizer idle-mode supply line orifice, and a delayed ignition
signal to the solid-propellant turbine starter. This firing was conducted at thermal
conditions expected for an orbital restart mission. The oxidizer pump bearing coolant
temperature (TOPBC) and the fuel pump balance piston sump temperature (TFPBS) were
used as indicators of propellant turbomachinery thermal conditions. To achieve the
required conditions, propellants were not admitted to the engine until 5 sec before engine
start signal.

Chamber pressure steadily increased until approximately 92.5 sec after engine
start signal. At this time, there was a step increase of 4 psi in the average level of
chamber pressure. Subcooled fuel conditions were attained at the fuel flowmeter after
approximately 92.5 sec of idle-mode operation. Subcooled oxidizer was not attained at
the oxidizer flowmetcr until approximately 2.5 sec later. Saturated (mixed phase)
propellants existed at the injector from t-0 + 20 sec until transition into main stage.

15
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A premature engine cutoff was initiated after 1.8 sec of main stage by the
vibration safety cutoff system. Liquid fuel conditions existed at the fuel injector during
oxidizer dome prime when the excessive vibrations were first observed.

4.3 ENGINE DAMAGE

Examination of the thrust chamber combustion zone after test 07A revealed
hairline cracks in several of the thrust chamber tubes. This damage was insufficient to
require immediate repair.

Extensive thrust chamber damage was sustained during test period J4-1001-09 and
J4-1001-13, Ref. 8. This damage was repaired before tests J4-1001-11 and -15 of this
series, but these repairs did not return the engine to an as-designed configuration. Small
tube leaks and internal/external surface irregularities existed which may have altered
specific tube fuel flow and heat transfer rates. ’

Examination of the injector assembly after test period J4-1001-15 by the engine
manufacturer revealed that excessive leakage existed between the chamber pressure
measurement tap and the fuel injection pressure measurement tap. Main-stage duration
was insufficient to evaluate the probable error in chamber pressure data presented for test
period J4-1001-15. However, the response and trend of the data are indicative of the
engine start transient.

SECTION V
SUMMARY OF RESULTS

The results of the eleven firings of the J-2S rocket engine which were conducted
during tests J4-1001-06, -07, -11, and -15 on August 25, 28, September 17, and October
29, 1969, respectively, are summarized as follows:

1. Brief durations (<20 sec) of stable idle-mode operation (chamber
pressure oscillations <1 psi) were achieved.

2. Oxidizer injection temperatures exhibited insignificant increases
(<10°F) during transition to post-main-stage idle-mode operation.

3. The maximum rate at which the thrust chamber temperature
increased during idle-mode operation with high (45-psia) oxidizer and
low (27-psia) fuel pump inlet conditions was approximately 6°F/sec.

4. Three firings which were conducted at oribital restart conditions were
prematurely terminated during the transition to main stage by. the
vibration safety cutoff system. Liquid fuel conditions existed at the
injector during dome prime (chamber pressure = 100 psia) when the
excessive vibrations were first observed.
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5. The 0.5-sec solid-propellant turbine starter ignition delay produced
higher peak starter chamber pressure, a faster increase in fuel pump
speed, and a shorter time to oxidizer dome prime (relative to the
ignition signal) compared to a firing with no ignition delay.
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Fig. 1 Test Cell J-4 Complex
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Fig. 2 Test Cell J-4, Artist’s Conception
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Main-Stage Cutoff

a. Start Sequence
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Main Oxidizer Valve Closes NN\
Hot Gas Tapoff Valve Closes NN
Thrust Chamber Bypass Valve Opens NN

Engine Cutoff

Engine Cutoff Signal (Vehicle)

Time from Cutoff, sec

b. Shutdown Sequence
Fig. 7 Engine Start and Shutdown Sequence
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b. Post-Main-Stage Idle Mode
Fig. 18 Fuel Feed System Pressures, Firing 07A
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_Fig. 40 Fuel Density at the Fuel Injector, Firing 11C
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Fig. 41 Propellant Feed System Conditions during Idle Mode, Firing 11C
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Fig. 52 Propellant Feed System Condition during Idle Mode, Firing 15C
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TABLE 1|

MAJOR ENGINE COMPONENTS
(EFFECTIVE TEST J4-1001-06)

Part Name

Thrust Chamber Body Assembly

Thrust Chamber Injector Assembly

Augmented Spark Igniter Assembly

Ignition Detector Probe No. 1

Ignition Detector Probe No. 2

Fuel Turbopump Assembly

Oxidizer Turbopump Assembly

Main Fuel Valve

Main Oxidizer Valve

Idle-Mode Valve

Thrust Chamber Bypass Valve

Hot Gas Tapoff Valve

Propellant Utilization Valve

Electrical Control Package:

Engine Instrumentation Package

Pneumatic Control Package

Restart Control Assembly

Helium Tank Assembly

Oxidizer Flowmeter

Fuel Flowmeter

Fuel Inlet Duct Assembly

Oxidizer Inlet Duct Assembly

Fuel Pump Discharge Duct

Oxidizer Pump Discharge Duct

Thrust Chamber Bypass Duct

Fuel Turbine Exhaust Bypass Duct

Hot Gas Tapoff Duct

Solid-=-Propellant Turbine Starters
Manifold

Heat Exchanger Assembly (Coil)

Oxidizer Turbine Exhaust Duct

Crossover Duct

*Rocketdyne Engineering Work Request

72

/N

99-210620
XEOR 937173

*EWR 113811-21

3243-2
3243-1
99-461500-31
99-460430~21
99-411320-X3
99-411225-X4
99-411385
99-411180~X2
99-557824-X2
99-251455-X5
99-503670
99-704641
99-558330
99-503680
NA5-260212-1
251216
251225
409900-11
409899
99-411082-7
99-411082-5
99-411079
307879-11
99-411080-51

99-210921-11
307885
307887
307879-11

s/

4094439
4087380
4901310
016
003X
R0O04~1A
S003-0A
8900881
8900929
8900867
8900806
8900847
8900911
4098176
4097437
8900817
4097867
0002
4096874
4096875
6631788
4052289
439

439

439
2143580
7239768

7216433
8363045
2142922
2143580
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TABLE Il
SUMMARY OF ENGINE ORIFICES

Orifice Part Diameter, Test
Name Number in, Effective Comments
Oxidizer Turbine Bypass 99-210924 1.996 J4-1902-05 Delivered Part
1.695 J4-1001-07 EWR 121319
Fuel Bypass 99-406384 1.750 J4-1001-06 EWR 121311
1.500 J4—-1001-08 EWR 121320
Oxidizer Idle-Mode 99-411092 0.848 J4-1001-06 EWR 121308
Supply Line 0.977 J4-=-1001-07 EWR 121315
0.911 J4-1001-15 EWR 121386
Main Oxidizer Valve 99-411279 33.25 scfm J4-=1902-05 Thermostatic
Closing Control Orifice
Augmented Spark Igniter 652050 0.0999 J4-1902-05 Delivered Part
Oxidizer Supply Line
Augmented Spark Igniter J4-1902-05 None Installed
Fuel Supply Line
Film Coolant 99-411094 0.581 J4-1902-08
Film Coolant Venturi 1.027 inlet J4-1902-05 CD = 0,97
0.744 throat :
Propellant Utilization XEOR 934826 1.250 J4-1902-05 Delivered Part

Valve Inlet

4
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TABLE 11l
ENGINE MODIFICATIONS
(BETWEEN TESTS J4-1001-05 AND J4-1001-15)

Modification Completion
Number Date Description of Modification
Test J4-1001-05, 7/29/69
121306 8/22/69 Load Cell Installation
121307 8/24/69 Decreased Main Oxidizer Valve
1st Stage Opening from 14 to
11.5 deg
Test J4-1001-06, 8/25/69
121314 8/27/69 Decreased Main Oxidizer Valve
1st Stage Opening from 11.5
to 10.5 deg
121317 8/27/69 Insulated Oxidizer Idle-=Mode
Supply Line
121319 8/27/69 Decreased Hot Gas Tapoff Valve
Mechanical Stop from 1,321 to
1.260 in.
121357 8/27/69 Insulated Oxidizer High
Pressure Duct from Pump to
Idle-Mode Valve
Test J4-1001-07, 8/28/69
121367 9/12/69 Increased Hot Gas Tapoff Valve
Mechanical Stop from 1.260 to
1.321 in,
121369 9/12/69 Repair Thrust Chamber Damage
Found Post Test J4-1001-09
Test J4-1001-11, 9/17/69
121326 9/30/69 Installed Oxidizer Pump Seal
Drain Shutoff Valve
121382 10/9/69 Repair Thrust Chamber Damage
Found Post Test J4-1001-13
121329 10/14/69 Removed Bypass Line in the
Fuel Augmented Spark Igniter
Supply Line (Back to Original
Configuration)
121384 10/28/69 Increased Main Oxidizer Valve

1st Stage Opening from 10.5
to 11.7 deg

Test J4-1001-15,

10/29/69

T4




TABLE IV

AEDC-TR-70-204

ENGINE COMPONENT REPLACEMENTS
(BETWEEN TESTS J4-1001-05 AND J4-1001-15)

Conponent Replaced

Helium Fill Check Valve
P/N 558022, S/N 2137943

Thrust Chamber Injector
Assembly, P/N XEOR
936648, S/N 4087384

Gimbal Bearing Assembly

Completion
Replacement Date
Test J4-1001-05, 7/29/69

P/N 558022 8/22/69

S/N 2137946

P/N XEOR 937173 8/22/69

S/N 4087380

P/N C-47930 8/22/69

S/N 645700

P/N 208900, S/N 8362333

Test J4-1001-06, 8/25/69

None

Test J4-1001-07, 8/28/69

None

_Test J4-1001-11, 9/17/69

P/N 309065-31 10/8/69
S/N 2203033

(Poppet)

P/N 210610-81 10/10/69

S/N 4087387

P/N 99-503670-21 10/28/69
S/N 4097588

Hot Gas Check Valve
(Flapper), P/N 309065,
S/N 2138829

Thrust Chamber Injector
Assembly, P/N XEOR
937173, S/N 4087380

Electrical Control
Assembly, P/N 99-503670
S/N 4098176

Test J4-1001-15, 10/29/69

75
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ENGINE PURGE AND COMPONENT CONDITIONING SEQUENCE

TABLE

\Y

Purge

Requirement

alled

Coast

Ly
Q
<
G
Period ~
~
g
e
A,

Oxidizer dome
and idle-mode
diffuser

Nitrogen,

600 L 25 psia
100 to 150°F
at customer
connect panel
(150 scfm)

/i

/]

i

Thrust chamber
jacket, film
coolant, and

turbopump purges

Helium,

150 + 25 psia
50 to 150°F at
customer con=
nect panel
(125 scfm)

™)

15
min (**) (1)

1/7}-/7
r 77170
LitLL

30 min

*) {;4;&(/

SPTS conditioning

Nitrogen,
=50 to 140°F

4

777

Loked,

/1. 2, and 37//////

Ledkond

NN

Remaining SPTSRNANMMNNNN

Main fuel valve
conditioning

Helium, =300°F
to ambient

II/
(17

*Engine=supplied oxidizer pump intermediate seal cavity purge

**pAnytime facility water is on

t30 min before propellant drop
ttInitiate mfv conditioning 30 min before engine start for those firings with temperature requirements

v0Z-04-H1-0A3V



TABLE VI
SUMMARY OF TEST REQUIREMENTS AND RESULTS

F1RING NOMBER J4-1001-06A J4-~1001-06B J4-1001-D7A J4-1001—07B J4-1001-07C J4~1001-11A Ji=1001=118 J4-1001-11C J4—-1001=13A J4=1001-15B J4=1001=15C
Target ] Actual Target | Actual Target ] Actual Targst I Actual Target Actual ' 4 Target l Actual |_Target J;Actun.l Targat Actual ‘Target 'Actun.l Target Actual
8/25/69 8/25/68 8/28/89 8/28/88 8/28/89 9/17/69 8/17/69 8/17/69 10/29/69 10/29/69 10/29/68
FIRING DATE/TLME OF DAY 1209 1339 1235 1405 1715 1254 1509 2036 : 1521 1818 2025
Pressure Altitude at t-0, ft (Ref, 1) 100,000 102,000 || 100,000 96,000 100,000 95,000 || 100,000 99,000 100,000 100,000 100, 000 80,000 100,000 100,000 {| 100,000 107,000 |l 100,000 108,000 100,000 108,100 100,000 98,000
Low Thrust Idie-Nod¢c Duration, sec * 1.0 1,01 50.0 30.06 50.0 49.62 50.0 50.90 50,0 50.01 100.0 98,12 75.0 75,98 100.0 88.73 1.0 1.02 100.0 102.71 100.0 102.54
Maln-Atage Duratloa, scc * 7.3 7.68 7.5 1.52 7.3 7.78 7.5 7.42 7.5 7.62 5.0 1.33 4.5 4.74 4.5 1.68 2.4 2.43 2.4 2,42 2.4 1.79
Post-Main-Stagc ldle-Mode Duration, sec * 10.0 10.25 10.0 - 10.0 10.28 10.0 10.49 - - 4 10.0 - - J - - - - - - - - -
Fusl Pump Talet Prewsure at t-0, psla ¥311,0 33.0 3341.0 33.3 3311.0 33.2 3311,0 33.4 4011.0 41.8 40.0%1.0 4.1 27.041.0 27.9 40.041.0 39.7 3041 29,9 2811 30.1 331 32.4
Fuel Pump lnlet Tcaperature at t-0, °F - ~118.8 - —413.2 - “17.8 |- -203,6 - ~416.1 t - - -419.0 - -285.6 - -418.5 - -417.8 - ~210.5
Fuel Tank Bulk Temperaturw at t-0, OF -422,010.4 | -422.4 ~422.030.4( -422.3 ~422.010.4 | —22.4 [-422.0t0.4 | —422.1 -422.040.4 | -—422.0 1-423.0:0.4 —422.5 -422.010,4| —422.4 —422,030.4 | -422.4 —422,0%0.4 | —432.8 —~422,0$0.4 | -422,2 —422,010.4 | —4322.4
Oxidlzer Puap lnlet Pressurc at t-0, psia [ 39%1.0 39.8 991.0 39.3 39+1.0 39.2 4611.0 46.0 39%1.0 39.3 | 33,041,0 39.7 33.0%1.0 40.3 33.041.0 31.7 3911 39.2 441 4.7 341 32.5
Oxldlrer Pump lnlet Temperaturc at t-0, "F || - -292.2 - -279.6 - -291.2 |- -278.4 - -278.8 - -117.4 - -277.1 - -291.0 - -292.6 - -278.9 - -290.1
Oxldlzer Tank Bulk lemperature at t-0, “r || -203.0t0.4 | =-295.4 ~295,010.4 | -295.4 -205.020.4 | -204.6 [|-295.0¢0.4 | -295.0 -285.010.4 | -295.1 ~205,040.4 | -295.2 -293.010.4] -295.3 ~295.010.4 | -294.9 || -295.0%v.4 | ~295.3 -295,0+0.4 | -295.7 -2u5.010.4 | -294.7
HAcllum Tank Preasure at t-0, pals :Ml.'ao:go_q J430 ,n.:;:l::.. 3200 3450:‘2)“ 3410 ﬁ::lﬂz.. 3196 ::12;" 3007 3“0:200 J38 ;f-::lnz" 2982 4 ::::IE;" 2900 3“01200 3383 ::::i'TX" 3092 ll::::;: 2883
Hclium Tank Temperature At t-0, °F - 101 - 81 - mn - 83 - 78 - 119 - 77 - 85 - 112 - 82 - 68
Maln Fuel Valvo Temperature at t-0, Op -100:20 -128 - - - 92 - 112 - 103 - 106 - 90 - 108 | -100’2n =121 - -303 - -39
e Pk lniter Inyjtlon 0.686 0.511 0.534 0.349 0.588 0.698 0.518 0.849 ‘ 0.485 0.380 0.640
__iﬁ:{‘:}},:":t"{f.‘,"““"“ Vylve WULL i NOLL NOLL NULL NULL NOLL NOLL N, _MULL NULL NULL
Thrust Chamber Tempurature at t-0, °F —.I.t)t):g_n 63 - 31 - 74 - 87 - 70 = 70 - 1 - 87 - 59 —-200150 =187 —25123 3
Orldiseropunp;rariag Temphrature - -288 ~100£20 -116 - -288 -100230 -8« -100430 -278 - 98 - -376 -100120 -128 - -288 - 202 25125 64
Part Number 99803527-11 9980352711 99803527-11 BV803527-11 98803527-11 99803527-11 99803627-11 99803327-11 99803527~11 99803527-11 99803527=11
Serial Number RTO000013 RT000014 RT000019 RT000020 RTOVO021 RTO00013 RT000022 RT000027 8T000048 RT000029 RT000008
Solld-Prupellant Turbine | Tempegnturc atlf 4.9 | 40 50+10 I s0t10 | « 130210 [ 120 50410 | 4 wotio | 132 mosto | 123 30t10 | aa sot10 | 7 5010 | s 5010 [ 52
Burs Tine, 2.234 2.242 2,400 1.978 2.320 1.928 1.965 2.386 2. 180 1.909 2.330
1,5;:::3:5 =ia B0 3565 3275 3824 3233 4108 3856 3317 3498 3504 3361

l

[

l

!

[

*Data ruduced from osc«illogram
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TABLE vii

ENGINE VALVE TIMINGS

AEDC-TR-70-204

St
12le- Modde : 120 Gas Aaln Czdlesr valve Maln Cxulasr Valve Twum Czanter
Mala masl Vads Oaldlser Vales Tapdf Valve Firs Stage Second Euge Rypase Vase
xatost | Frirg [T | Veiva[ Vave Tine |Volve| Vs |[Time [Valva| Vatve [[Time [vaive " Vatve |[ Tt [ vave] veive
af Delay | Ope of D Cpenlnyg || of Dsiny | Opering || of Oslay Opeing '] of Desy | Qesing
Opsrins | Time,: Tizw, Opsnng | Time,( Tume, Opeiing  Time,| Tume, Opaning ! Tixe, Tune, Cloans | Tome, | Tirs,
Signal sec sec Sigrs. asc aoc Slﬂll [ 11 age Signsl aec nec Eignal sec e '
@ “wL. o0 0 045 0 064 00 o ns 0 043 4 003 |0 158 o 030 4 502 10 084 0032 6331 [ 0162 0 520 B.B05 | 0.220( O 883
o8 A 0.0 0 052 © 040 LX) 0. 130 0 040 1012 |0 180 a 080 1 012 | 0 007 0 033 2 800 0 242 0 350 8000 1O 158 1 058
[ ] B 00 0 032 0032 00 ont 0 037 5002 |0 157 0 083 50 062 | 1 050 0 023 N/A == - N/A --- -
o S::::\g- o0 o o 0 040 oo o.1e LXK H 5 430 |0 153 a ovl D 480 | 0 034 0 020 2.315 0158 0 523 S31s ol o021
[ A 00 [ooso| ook 00 |o12 | 0.0i0 | 50,872 B 155 B #a || 30,07 | 0070] 0027 || 51517 | 0.130] o 80 |i 01 517 [0 130] 1 105
oF B .0 0 €50 C 048 H 0 .10 0 0l L!O ato | o 166 2085 53020 0003 0 n2y 83102 | 0201 2.835 3™ |o:m 1 10
o < co 0 c50 (K. 1.3 oc 0118 0 20 I 80.2.0 0 %) €. 08 3 o0 0.3 .02 51,033 -53 € 028 3.0 o:io] . 80
n B:ul?:llcl 03 0 043 0 361 o0 jo1ld 0 a2 403 014 [t 5 4 252 | 0 (2 (.1 ] 3,052 } 0,103 0. 020 805 |O170| C 8mb
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AEDC-TR-70-204

APPENDIX 1
INSTRUMENTATION
The instrumentation for AEDC tests J4-1001-06, 07, -11, and J4-1001-15 is

tabulated in Table III-1. The location of selected major engine instrumentation is shown
in Fig. III-1.
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®-——-AREA FIRE DETECTION THERMOCOUPLES
TFDMOVA l

MAIN OXIDIZER ——— ' FUEL OXIDIZER
VALVE INLET INLET
PROPELLANT ___ | _ v w SUCT ol T
UTILIZATION - I 4 [
VALVE _~ \ N\ 4\
D& == HELIUM TANK
J[——1arorr
A VALVE  FUEL TURBOPUMP
A ~ 2SS

SOLID —PROPELLANT
TURBINE STARTER

" M\ _TPIP- IP—-_ Vit

OXIDIZER

:nbot:t_ TFDFTA TURBOPUMP
- \ I & FUIGHT ‘
cucermen \ (=) =0 1 TFDT DA"‘iI'é‘&'.‘Eé"‘“
PACKAGE k - ?!Ll:l:’:lle e
PNEUMATIC k BYPASS DUCY E'::I'::':: EXCHANGER
::::::; {!ﬁ. = u:;:vr‘ug; pucT TTC T_T| &TZ
TECP_|p 3 wg' EXMAUST
sr=ta) N T uawiron
PEMI \
TFOMFVA PFMI-L—" &
(ERI u::fr:u :

TTCT-EI
TTCT-E2

a. General Arrangement
Fig. 111-1 Selected Sensor Locations
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jvaps
(PF6)

NFP-1283

(PFV)

b. Fuel Turbopump Sensor Locations
Fig. 111-1 Continued
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TFASIJ
{IFT1)
PFCO
PFCO-L (cFa)
QF-2
(PFFA}
i l
i
|
i
L N
oy | F .
— |1 \
TFPD-IP 7——_ s \ |
TFPD-2p~" 1
(PFT1) !

TMFVS-2
tT MF VS|

¢. Fuel System Sensor Locations
Fig. 111-1 Continued
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AUGMENTED SPARK
IGNITER ASSEMBLY

TFASI1J
(IFT2)

PFCVI o PFCVT -
PFCVI-L— \— PFCVT-L

S

d. Fuel Film Coolant and Augmented Spark Igniter
Supply Line Sensor Locations
Fig. 11i-1 Continued

84



g8

(POV)

POPSC

(PO6)

<

=

e. Oxidizer Turbopump Sensor Locations

Fig. 1l1-1 Continued

POTI-IP

(TG3)

TOTHIP

(T6Td)
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(e) 2 1%;%—5
- P
PNODP-2 g c’0 LOVT (PCT3)
ol Il
O\ k.-t POPDP
0( 'l.',;';:' YOB)
= TNODP-2
QO-1&3
(POF)
S 0-2
1R (POFA) i
S
TOPD-{P st A POIML
TOPD-2P /N7 ® ) POIML-L
(POT3) !,’,/ \| l-l (PO10)
2
LIMT 1 O 0 \-TOIML
] | (POTS)
|
POPD-IL b !
(PO3) {::‘\ @)
\» P
v\} g €]
g

f. Oxidizer System Sensor Locations
Fig. 111-1 Continued
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RN
/7 - .
77 N T T A =
ey {o g
{ / /, ')’\
\;-' - TOJ
/ )) I (COT1)
UTCD-1 (@) @) z =
(Pt ' S - = UTCD-6
UTCD-5 & . B
\\
POAS1J
POASIJ-LKZ
(103) \,
POJ-2L— /
POJ-2 —
(coé]A) \\
\\

g. Thrust Chamber Injector Sensor Locations
* Fig. 111-1 Continued
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/—-MAIN OXIDIZER INLET
PFJ-1

POJ-1— PFJ-1L
(CO03)
PC-1P PC-2P
(CG1) (PC-ZPL)
TFJ'Z r-} CGlA-1
(CFT22) -
HOT GAS
PTM i TAPOFF TO
PIM-L——C - TURBINES
(GG2) A2y
™ \ PFBM
(GGT2) (CF3)
\
/—IDLE-MODE
' OXIDIZER
INLET
TFJ-1P
E' (CFT2)
g = =
uIMR—© 66 )
(]I_ [ =] )
( ° >— TFBM

o \

h. Thrust Chamber Sensor Locations
Fig. 111-1 Continued
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Liquid Oxygen
from Oxidizer Dome

PFJ-1
PFJ-1L
(CF2)
Fuel Injector!
Pressure '

(CGl and CGla)

N

0.0135-in.
Purge Hole

0.093-in. Hole
Hot Gases from
Thrust Chamber

i. Thrust Chamber Injector Sensor Locations
Fig. 111-1 Continued
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_—TICIS-3
Tube 494 — > _TTCIS-2
SN\ _—Tcis-1
> X ~
< * 24 —TICIS-4
e Pl < -~ c 7 r
TICT-T4 VNG L Py ™ % AN\ —TTCIS5
-’ AX\N _\—Tcis-6
PPER- % o~ .
s -~
2 ATBAN _ ” -
= — Tube 134
Hatbands -, S\
Exit Plane PAIUCAUE \pump a1
TTCT-T1 and T2
HE
TANK
TTCT-T3
Tube 314— TICT-E1 and E2

View Looking Downstream

j- Thrust Chamber Sensor Locations

¥02-0L-HL1-0Q3V
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k. Turbine Exhaust System Sensor
Fig. 1111 Continued

PFTO

(Tc2)
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TSCMF-2
PCSPTS-2

(PYS-2)

PCSPTS-I

J“\\b. PTS-1)
TSCMF-{

; PCSPTS-3
(P TS-3)
\-TSCMF-S
b
= N—rsCMF-3

I. Solid-Propeltant Furbine Starter Sensor Locations
Fig. 111-1 Continued
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TSCGA-3

m. Solid-Propeliant Turbine Starter Conditioning System Sensor Locations
Fig. 1111 Continued
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TFPRS-1AND 3

TFPRS-2

“

n. Fuel Turbine Sensor Locations
Fig. 1l1-1 Continued
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TOTM-1&2
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7.

: i
A -SHN

mwm N
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FrrEry

. y 3 "‘ I /
////////?//////////ii,’//. 7/
7
7

)
N
/ 7 \\
N
1A N\
‘ N\
AN TR ! < \
\-‘X\?\\\\\\&.\E}‘t N
'3‘&% .Q\\;i-‘ N N §
N Y & N N
A NN S = |
N o e 11| il
Nty

0. Oxidizer Turbine Sensor Locations
Fig. I11-1 Continued
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View Looking
Downstream

Thrust Chamber Exit

L Oxidizer Pump
I nlet

_—— Fuel Pump Inlet

FSY-1

Positive Force - Compression
Negative Force - Tension

p. Side Load Forces Sensor Locations
Fig. I11-1 Continued
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PHEA

(NN-3)

PHRO-IP

(NN2)

g. Pneumatic Control Package Sensor Locations
Fig. 1111 Continued
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THET-IP
(NNTH1)

TP IS
PHET-2P NS

{NN1-3)

£/
P
<
£s) -
A‘I.". ",.I

r. Helium Tank Sensor Locations
" Fig. 111-1 Continued
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TO VENT

S-1VB BATTLESHIP

STAGE
PFVI
TFVL
e

—— =P

PNODP-I/

TNODP-1

PTCFJP
TTCP

s. Customer Connect Panal Sensor Locations
Fig. 111-1 Continued

2 N\

¥0Z-04-41-0Q3V



AEDC-TR-70-204

Ly TA2

INSTRUMENTATION
CABLE TRAY -

t. Test Cell Ambient Temperature Sensor Locations
Fig. 111-1 Continued
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u. S-IVB Battleship Sensor Locations
Fig. 111-1 Concluded
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AEDC

1IC

EASIS-1

EASISe2

EECL

Lrpve
EFPVO
EPUA

EHCS

EHGTO

EID

EBIDA-1

EIDA-2

EIMCS

EIMVC

Psramster

Current, smp
Controi

Ignition

Lvent
LA

Augmented Spark Igniter
Spark 1

Augmanted Spark Iqniter
Spark -2

Engins Cutoff Lockin
Engine Cutoff Signal
Engine Ready Signai

Engine Start Command
Programmed Ourstion Cutoff

Fuel Pump Ovarspeed
Cutoff

Fuai Prevalve Closad Limit
Puel Pravslve Open Limit

Expioding Bridgewire
riring Units

Heliun Control Scianoid
Ensrgized

ilot Gas Tspoff Valve
Ciosad Limit

Hot Gss Tapoff Vaive
Open Limit

Ignition Dotected
Igoition Dotect Ampiifier
-1

Ignition Detect Ampiifier
2
Idle-itode Control Solaunoid

Ensrgized

Idla-iloda Velve Closed
Limit

Idio-Node Valva Open Limit
iain-Stags Cutoff Lockin
llain-Stage Cutoff Sigosi

Haio-Stage Controi Solanoid
Energised

HMain-Stago *‘OK"*
Deprassurized -1

Main-Staga “"OK""
Depreasurized «2

¥ain Fuel Vaive Closed
Linit

Main PFuei Vaive Open Limit
Maln Oxidixsr Valve Closed
Linit

Main Oxidizer vsive Open
Limit
Ihle:sugc *OK*"

Preaisurized -1

Hain-Stage *'OK*"
Presiurized -2

VYain<-Stage Pressura
Cutoff Signsl

MaineStage Stert Signsi

Main-Stags Programmed
Durstion Cutaff

MaineBtage Start
Solanoid Ensrgized

TABLE 11111

INSTRUMENTATION LIST®

Tsp

Nunber
o —

Panga

0 to 30
0 to 30

onfofe
On/off

onsotf
onjofe
on/0ff
onfote
on/off
nnfott

njote
on/oLe
on/0te

myotg
on/oft
on/nge

on/ote
on/oze

on/nte
on/nge
onfofe

on/sofg
on/ofe
on/ofe
On/O0ff

on/ofe
on/0tE
onsoff

On/otf
on/oft

on /oLt
On/oft
on/org
On/0ff

on/fott
on/0ff

on/Off

Digitsl

Dats

Syotem '
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TABLE 1111 (Continued)

. pigital
AEDC Tap Data Magnetic Oscillo- Strip Event X-Y
Coda Paramater Numbe r Racge Systen Tape graph Chart Recorder Plotter
) nt
EOCO m:nmrs&mz Signal onjoff x
EOFC0 Oxidizar Pump Overspasd on/otf x
Cutoff Signal
EOPVC Oxidizer Prevalve onjoge = =
Closed Limit .
EOPVO Oxidigser Prevalve aonjoft = x
Open Lidit
EOTCO Tual Turbine Over- on/off x
Temperature Cutoff
ERABIS-1 Augmented Spark Igniter on/joft x
Spark Rate -1
ERASIS-2 Augments{l Spark Igniter onjofg x
Spark Rete -2
281 No. 1 Eolld-Propellant onjotg x x
Turbine Starter Ex-
ploding Bridge Wlre
Monitor 1
ES1M2 No. 1 Solld-Propallant Onjoft x x
Turbine Starter Ex-
ploding Bridge Wira
Monitor 2
21 Wo. 2 Solid-Propellant on/ofe x x
Turbine & r Exe-
ploding Bridge Wire'
Monlter 1
ES2M2  We. 1 Solid-Propellant on/off x x
Turbhina Starter Exe
° ploding Bridge Wire .
Monitor 2
B3N No. 3 Solid-Propsllant on/oft x x
Turbine Starter Ex-
ploding Bridge Wire
Monltor 1
Z8im2 No. 3 Eolid-Propellant On/0ff x x
Turbine Sterter Ex-
ploding Bridga Wire
Monltor 2
ESAMCO  Stall Approach Monitor Onjoft x
Cutoft .
ESPTS Solid-Propellant onjoft x
Turbine Starter
Inltiated
ESRe1 Solid-Propellant Turbina on/off x x x
Starter 1 Ready
Z8R-2 Solid-Propellant Turbine on/oft x x x
Sterter-2 Ready
ESR-] Solid-Propallant Turbine on/off x x x
Starter 3 Ready
ESTCO start *‘°‘OK"* Timer on/off x
Cutoff Signal
‘ETCBC  Thrust Chamber Bypaas on/off x
Valve Cloaed
ETCBO Thrust Chamber Bypess onjott x
Velve Opsn
EVEC-1 vibration Safety Counts -1 onjoft x
EVSC-2 vibretion Ssfaty Counte -2 on/0Lg x
EVEC-3 vibratlon Sefety Counts -3 onjotg x
Flows, gpm
ar-1 Engine Fusl 1224 0 to 11,000 x
Qr-2 Engina Fuel PFFe 0 to 11,000 x x x x
or-3 EZngine Puel PFF 0 to 11,000 , x
or-un"nnu Approsch Monitor 0 to 370 x x
Q0-1 Engine Oxidizer POF 0 to 3,600 x
Q-2 Engine Oxidiszer POFa 0 to 3,600 x x
00-3 Engine Oxidizer por 0 to 3,600
.
oorr ) oxidiser Recireulation 0 to 50 x x
Systen
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ARDC
Code
-—

rsp-1
Pﬁ!’- 1
r3-H
rs-L

0%y 3

PA-1
PA-2
PA=3
PC-1P
PC-2P
PC-2PL
PCBPTE-1

PCAPTS-2
PCEBPTS-3

PFCO
PPCO-L
PPCVI

PFCVI-L
PFCVT
PPCVT-L

PrI-1
PPI-1L

P
PPMI-L
PFPBC
PrPBs

PPPD-1L
PFPD-1P
PPPI-1
PYPI-2
PFPI-3
PFPRE

pPPPS

Tap

TABLE 111 (Continued)

Forcas, 1b¢
Side lLoad (Pitch)

Bide Load (Yaw)
Axisl Thruet
Axiel Thruet

Position; Percent Open

Thruet Chamber
Bypase Velve

Main Fusi Velve

Idle Mode/Augnented Spark
Igniter Oxidieer Velve

Main- Oxidiser Valve

Propellant Utilizetion
Valve

Hot Gas Tspoff Velve

Preesure, peis

Tast Cell

Test Cell

Teet Cell

Thruet Chanber cG1
Thrust Chamber CGle
Thrust Chamber CGle-
Solid-Propellant PTS-1
Turbins Sterter

Chanbar 1

Solid-Propellant PTB-2
Turbine Sterter

Chamber 2

Solid-Propellant PTS=3
Turbine Starter

Chamber 3

Thrust Chamber cP3
Bypass ‘anifold

Film Coolent Orifice crd
Film Coolent Orifice cP4
Filn Coolent Venturi cr?
Inlet

Piin Coolant Venturi cr?
Inlet

Film Coolmrat Venturl Cré
Throst

Film Coolant Venturi cré
Throat

Fusl Injection cr2
Fuel Injection ar2
Puel Jacket cP1
Manifold Inlet

Fual Jacket Manifold [~ 2]
Inlet

Fusl Pump Belenoe PP3
Pieton Cavity

Pusi Pump Balence P4
Pieton Sump

Fusl Pump Uischerge PF3
Fuel Pump Discherge PPy
Fuel Punp Inlet Pr1
Fuel Punp Inleot

Fusl Pump Iniet Prle
Fuel Pump Rear Beering Pr?
Coolant

ruel Pump Interstage Pré

JLenge

420,900
420,000

0 to 300,000

410,000

[
0

o 9 0 06 0 o o

o o

© o © 0 o ©

to 100

to 100
to 100

to 100

velts

to 100

0.5
1.0
5.0
1500
1500
50
5000

1500

2000
to 50

to 2000
to

2000

g

1500
50
2000

§ §88

2000

”
o

50
2500
100
100
100
1000

§ 88888 ¢

g

1000

Digital
ta

Da
Syeten

104

Hagnetie Oseillo-
by EIE

8
<

tr:

Shast_

o
No)

(3)

Fvent
Recozder
m——

X-¥
Plotter
—
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Code Parameter
Prossure, psis

PFPSI Fuel Pump Shroud Inlet

PPTI-1P Fuel Turbine Inlet

PFTO Fuel Turbine Outlet

PFTSC Fuel Turbino Seel Cavity

PFUT Fuel Ullage Tank

PFVC Fuol Repressurizstion at
Customer Connect Panel

PV Fuel Tepressurizeticn
Hozzle Inlet

PFVL Fuel Repressurization
Nozzle Throst

PHEA Helium Accumulator

PHECY0  Helium Control “odule

PHES Helium Supply

PHET-1P Helium Tank

PHET-2P Helium Tenk

PHRO-1P Helium Reguletor Outlet

PNODP-1 Oxidizer Dome Purge et
Customer Connoct Panel

PNODP-2 Oxidizer Done Purge at
Customer Connect Panel

POASIJ  Augrmented Sperk Igniter
oxic¢izer Injection

POINL Oxidizer Idle-lode
Lina

POIML-L Oxidizer Idle-‘“ode
Line

POJ-1, Oxidizor Injection

POJ-2 Oxidizer Injection

POJ-2L Oxidigzer Injection

POT-) Oxidizer Injection
Manifold

POPBC Oxidiger Punp Boaring

Coolsnt
POPD-1L Oxidizer Pump Discharga

POPI-1P Oxidizer Pump Dincharge

POPD-2 Oxidizer Pump Dieshsrga
POPI-1 Oxidizer Pump Inlet
POPI-2 Oxidizer Pump Inlet

POPI-3 Oxidizer Punp Inlet

POPBC Ozidizer Pump Primary
Seesl Cavity
PORPO, (no::ldiu: Recircuiation

Punp Outlet
POTI-1P Oxidizsr Turbine Inlet

POTO-1P Oxidizer Turbine Outlet

POUT Oxidigzer Ullago Tenk
PPTD Photocon Cooling Wster
{Downstrean)

PPTU Photocon Cooling Wster
{Upstrean)
PPUVI Propellant Utilizaction

Valve Inlet

TABLE 111-1 (Continued)

nigital
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105

Tep Data Magnetic Oacillo- Serip Event X-Y
Humboer ®anga Systom Tape graph Chsrt Recorder Plotter
0 to 3500 x 2 M
Gt 0 to 1000 x x
Gy 0 to 200 x
7619 0 to 500 x
0 to 100 x
0 to 2000 x
XHF1 0 to 203C x
Kurz 0 to 1000 x
N3 0 to 750 x
0 to 750 x
0 to 5000 x
NN1-1 0 to 5000 x x
NNt} 0 o 5009 x
HN2 0 ta 750 x
0 to 750 x
9 to 1500 x
103 0 to 1500 x x
rI10 ¢ to 2700 x
r010 0 to 50 x
co3 0 to 1500 x
CO3a 0 to 1500 x x
coda 0 to 50 x x(®
CO3b 0 to 2000 x x
Po? 0 to 500 x
PO3 0 to 50 x
PO3 0 to 2500 x
PO2 0 to 3500 x ® x
PO1 0 to 100 x x
0 to 120 x x
POle 0 to 100 x x x
PO6 0 to 50 x
0 to 100 x
TG3 0 to 200 x
TG4 0 to 100 x
0 2o 100 x
0 to 100 x
0 to 100 x
ros 0 to 2000 =
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-

PPUVO

PICFJP

PIM-L

NPP-1
NFP-2
NFP-)
NOP-1
KOP-2
HOP-3

“TA-1
TA-2
T™-3
TA-4
TECP-1P

[¢]
TPASIS

TPRNtT

TPCO
TFD=Avg
TPDPTA

TFI- 1P
TPJI-2P
TPPBS

TPPD-1P
TPPD- 20
TFPD-3
TFID-4
TFPI-1
TPPI-2
TPPRI-1
TPFPRS=2
TFPR3-3
rer-1
TERT-3
™II-3
™TI-4
™reo

Paraneter
Fcessure, peis

Propellent Utillzetion
Valve Outlet

Thrust Chanbar Fusl
Jacket Purge

Turbine Exhaust Manifold
Tepoff Manifold
Tapoff Manifold

Speede, rpm
Fuel Punp
Puel Pump
rusl Pump
Oxldlzer Punp
Oxldlser Punp
Oxldlszer Pump

Tenperstures, °p
Teot Cell, Worth

Teet Cell, Emet
Teeot Cell , South
Test Cell, West

Blectrlcsl Control
Assembly

)Augmnud Spark Ignitar

fuel Injectlon

“)'!hr\llt Chamber Bypeaaa
Manlfold

Film Coolent Orlflce
Flre Detesctlon

Flre Dstect Puel Turblne
Manlfold Arees

Fire Datect Mein Fuel
Valve Ares

Tire Ostect Msln
Oxldlzer Velve Arss

rire Datect Oxidlzer
Dome Aros

Plre Detoct Tapoff
Duct Area

Fuel Inlection
Puel Injectlon

Fuel Pump Balance
Plston Sump

Fuel Pump Dlscherge
Fusl Punp Dlehcerge
Fual Pump Diecherge
Fuel Pump Dlecherge
PFuel Punp Inlet

Fuel Pump Inlet

PFuel Pump Resr Support
rusl Pump Resr Support
Puel Punp Reer Support
Fual Run Tank

Puel Run Tank

Fual Turblne Inlet
Fuel Turbine Inlet
Fuel Turbine Outlet

TABLE 1II-1 (Continued)
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Digital
Tap Data
Number Ranige System
PO9 0 to 1000 x
0 to 200 x
65 0 to 50 x
GGT2 0 to 1500 x
0G2 0 to 50 x
Prv 0 to 330N0
PrV 0 to 33000 x
erv 0 to 13000
POV 0 to 12000
POV a to 12000 x
POV 0 to 12000
=50 to 800 x
=50 to BOO x
=50 to 800 x
-50 to BOO x
NHST1e =300 to 200 x
rT 425 to 100 *
GG2b =440 to 500 x
Ir™ -44v tu 500 x
0 te 1000 x
0 to 500 x
0 to 500 x
0 to 500 x
0 to 500 x
0 to 500 x
crr2 =425 to =300 x
CPT2e =425 to 100
PrT4 =425 to 100
PPT1 =425 to -9%00 x
PPTY ~425 to 120 x
Pr3 =425 to 330 x
rr3 «425 to 100 x
XPFT2 =425 to 400 x
XPFT2e =425 to 100 x
=400 to 1800 x
=400 to 1900 x
-400 to 1800 x
-425 to -400 x
+425 to 400 x
eT1 =300 to 2400 x
=390 to 2000 x
=$00 to 1200 x

“agnetlec Osclllo-
Tane greph

»®
x ’(2)
x
%
x
x

Strip

Chart

(2)

Event x-Y
agorour  Pletter



AEDC
Code Psramstor
t Temperaturs, °r
TFVC Puel Repressurisation et
Cuetomar Connect Penel
TPVL Fuel Reprssourizetion

Noazle lelet

THET-1P RHelium Tenk

'ru:s-z(”

‘I'LCS-II(’)

Load Cell Surface East
Load Coll Surface Worth

TNPVS-1 Maie Fual Velve Skie
(Outex Well)

TMPVS=-2 MNein Fual Valve Skin
{Inner Well)

THODP-1 Oaidizer Dome Forge st
Customar Connact Panel

TNODP-2 Oxidizer Dome Purge et
Custoner Connect Penel

TOIML Oxidiser Idle Mode Line
™o Oxidiser Injection

TOPBC Oxidizor Pump Beering
Coolant

TOPD-1P Oxidizer Pump Discharge

- TOPD-2P Oeidizer Pump Diecharge

TOPDP Oeidiser Punp Discherge
Plenge

TOPI=1 Oxidizer Munp Inlet
TOPI~-2

TOPI !(Q

Oxidisor Pump Inlot
Oxidisor Pump Inlet Sosl
TOPVS Oxidisor Mump Volute Skin

mro“’ Oxidizer Pump Recirculetion

Outlot
TORT-1 Oaidizer Fun Tank
'rom:-a Oeiditer Tun Tank
TOTI=-1P ° Oxidiser Turbine Inlet
TOTM=-1 Oxidizer Turbieo Manifolad
TOTM-2
TOTO-1P Oeidiser Turbine Outlet

Oxidiser Turbine “anifold

TPIP-1P Inetrumentetion Pockego

TPTU Photocon Cooling Wetor
(Upstrean)

TSCGA-1 Solid-Propellant Turbine
Stertuer Cond. Gas 1

TSCGA=2 Solad-Projellant Turbine
Startor Tonc. Gaw 2

TSCGA=3) Bolid<Propellent
Turbine Startor Cond.
Gas )

TSCMP-1 SolidePropellant Turbine
Sterter Cosa “ount [lango

TSCUP=-2 Solid-Propollant
Turbine Starter Ceae
Mount Flange

TSCMF=) B5olid-Propollent Tuarbino
Stertor Case Mount Plenge

rrc15- {3 hruat Chamber Internal
Skin

'm::s-z‘urhnu Chamber Iatornel
Skin

tc15-F hrust chamber Internel
Skie .

'rrcxs-s(nrhruu Chanbar Internal
Sukin

'HCIS-S(nlhrult Chanber Intornol
Skin

CP Thruet Chamber Purgo

TABLE IlI-1 (Continued}
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Nigitel

Tep Data
Humber Range Systom
=300 to =100 x

KRzt »300 to =100 -
NNT1 =200 te 300 x
=240 to 1300 [ ]

=240 to 300 [ ]

‘=425 to 100 N

«425 to 100 [ ]

=250 to 200 [ ]

250 to 200 L]

rOTS =300 to 100 x
cori =300 to 12n0 L]
POT4 =300 to 1950 [ ]
POTY =300 to 250 L]
POTI =300 to 100 L]
=300 to 100 L]
Kor2 =310 to =259 L]
KOT2e =310 to 100 L]
=310 to 100 -

=300 to 100 [ ]

=300 to ~-250 x
=300 to =285 e

=300 to =285 x
TuT2 0 to 1200 x
«300 to 1000 L]
=300 to 1000 x
TGT4 0 to 1000 [ ]
=300 to 200 x
0 to 300 -
=100 to 300 e
-100 to 330 x
=100 to 300 [ ]
=300 to 2382 =
=300 to 2302 x
=300 to 2382 L]
=425 to 100 x
=425 to 100 x
=425 to 100 -
=425 to 100 x
=425 to 200 [ ]
<250 to 200 .

Jape E'Eh

AEDC-TR-70-204

Strip Event X-Y
hart Recorder Plotter
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AEDC-TR-70-204 ’

UOPR

TICD-1
UTCD-2
UTCD-3
UTCD=4
UTCD-5
UTCD=-6

VIR
VIDA=-1
VIDA-2

NOTES:

Paranstar

JZemperaturss, °r

Thrust Chambar Tube (Exit)

Thrust Chamber Tube (Exit)

TABLE 1111 (Concluded)

Tap
Number

Range

Digital
Data

System

Thrust Chamber Tube
{Throat}

Thrust Chamber Tubas
(Throat}

Thruat Chanber Tube
(Throat)

Thrust Chanbar Tube
{Throat}

Thruat Chamber Tube
{Throat}

Tepoff Manifold

Psak Vibrations, g

Oxldlzer Pump Radlal
Thrust Chanber Done
Thrust Chamber Dome
Thruat Chamber Dome
Thrust Chamber Dome
Thruat Chambar Dore
Thruat Chamber Doms

Tapoff Manifoid Radial

Vol.t:gl‘ volts

Control Bua

Ignition Bua

Ignition Dstect Amplifiar

Ignitlon Detect Amplifiar

Propeliant Utilizatlon
Valva Telematry
Potentiomater Excitatlon

PZA2
PIA-1a
PIA-2
PZA-3

(1) Required for J4-1001-11 only
(2) Rogulred for J4-1001-15 only
{3} Requirsd for J4-1001-06, 07, and 11 oniy

(4) Requlred for Ji-1001-06 snd 07 only

=425 to 500
~425 to S00
=425 to 500

=425 to 500

=425 to 500

=425 to 500

=425 to 500

0 to 2000

300 peak
1400 peak
1400 peak
300 pesk
1400 peak
1430 peak
1400 peak
300 peak

0 to 36
0 to 36
9 to 16
9 to 16
O0toS

(5} Required for J4-1001-06, 07, =nd 15 only
(6} Required for J4-1001-07, 11, =nd 15 only
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APPENDIX IV
METHODS OF CALCULATIONS
NOMENCLATURE
A Area, sq in.
C* Characteristic velocity, ft/sec
F Thrust, Ibf
g Gravitational constant, 32.174 1bm-ft/Ibf-sec?
1 Impulse, sec

MR Mixture ratio, by weight

Pressure, psia

w Flow rate, Ibm/sec
p Density, lbm/cu ft
SUBSCRIPTS

a Ambient

c Chamber

e Exit

f Fuel

o Oxidizer

sp Specific

t Total

vac Vacuum -
SUPERSCRIPTS

* Throat
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CALCULATIONS
MAINSTAGE PERFORMANCE
Flow Rates
Total Propellant Flow Rate
We = Wg + W,
Mixture Ratio

Total Propellant Mixture Ratio

Wo

MR = e

Vacuum Thrust

Fyac = [193.73 + 3.34 (MR)I P, + P, A,

where Ae =4643.3 sq in,

Vacuum Specific Impulse

F'IC
(ISP)vac = —w_:_
Characteristic Velocity
P.A%g
C* = W
where A* =117.1in.2

PROPELLANT FLOW RATES

Propellant flow rates are based on engine flowmeter constants supplied by
the engine manufacturer: 5.50 and 2.00 Hz per gal for the oxidizer and fuel,
respectively. Propellant properties for conversion of volumetric to weight flow were
obtained from Refs. 9 and 10 for hydrogen and oxygen, respectively.
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